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VP 185069 1 Headlight Tester 
 
MODEL: MLT 1000 MB 
 

Headlight adjusting device on slide tracks  
in accordance with Daimler specifications 
 

Description/Special Features 

 

   
 - Robust construction, also suitable for test lanes 
 - Colour filter for insertion behind the lens 
 - Height-adjustable display with percentage scale 
 - Stable positioning of the measuring housing at  

 aluminium column 
 - Column lockable with fixing screws  
 - Large Fresnel lens  
 - Includes brightly coloured adhesive strip (10 m), usable as 

approach mark 
 

 - Includes plastic protection cover  
    
  Technical Data  
    
  - Measuring range: 

  Below 
  Left 
  Right 
- Luminous intensity 
- Illumination intensity 
- Measuring distance 
- Hight of light center 
- Temperature 
- Relative air humidity 
- Dimensions (W x H x D) 
- Net weight 
- Shipping weight 

 
0 - 600 mm/10 m (0-6%) 

0 - 1000 mm/10 m (0-10%) 
0 - 1000 mm/10 m (0-10%) 

0 - 40.000 cd 
0 - 64 lx 

100 - 500 mm 
240 - 2000 mm 

+5 - +40°C 
20 - 80 % 

655 x2240 x 720 mm 
65 kg 
80 kg 
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   Accessories  
    
VZ 930111 1 Rails with levelling capacity Semicircular, stainless steel 

length 3 m, above-floor 
Can be crossed with axle loads of up to 5 t 
Mounting material made of stainless steel 
Packaging included 

 

    
VZ 930112 1 Rails with levelling capacity Semicircular, stainless steel 

length 4.5 m, above-floor 
Can be crossed with axle loads of up to 5 t 
Consisting of 3 m + 1.5 m pieces 
Mounting material made of stainless steel 
Packaging included 

 

    
VZ 930115 1 Rails with levelling capacity Semicircular, stainless steel 

length 3 m, below-floor 
Can be crossed with axle loads of up to 18 t 
Packaging included 

 

    
VZ 930116 1 Rails with levelling capacity Semicircular, stainless steel 

length 4.5 m, below-floor 
Can be crossed with axle loads of up to 18 t 
Consisting of 3 m + 1.5 m pieces 
Packaging included 

 

    
VZ 975922 1 Metal rollers, grooved -EXTRA CHARGE- 

For alternative rail designs with L- or square profile 
 

    
VP 990471 1 Laser Calibration Device for Headlight Adjusting Device 

MODEL: LK 2 
 

 
 
 

Amendments  
- Accessories: Laser Calibration Device LK 2 (13.12.17) 
- Accessories: Rails with levelling capacity Semicircular, stainless steel (11.02.21) 
 
 
Please refer to current price list for transport and assembly charges! 


